
Mercury operator chairs feature a contoured seat and 
backrest. Their comprehensive suite of functional controls 
and options provide comfort and support during prolonged 
periods of seated work. 

The fully upholstered task seating range is available with a 
choice of backrest heights, tilt actions, arm options and two 
variations of mechanism. Mercury can be tailored  
to meet your exact requirements.

Mercury
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Features

Standard Features

(*Selected models only) 
 

•  5 Star base*

•  Tubular Steel cantilever frame*

• 50mm Hard wheel castors*

• Glides* 

• Height adjustable back*

• Height adjustable ratchet back*

•  Independent mechanism with seat and  

 back locking function*

•  Standard mechanism with back locking 

function*

• Medium back*

• High back*

• Fixed arms*

• Height adjustable arms*

• Stool height variation*

Optional Features

(*Selected models only) 
 

•  50mm seat depth adjustment*

•  Multi-Fabrics

•  Inflatable lumbar support*

•  Choice of finish options available 

Performance Standards
 

This product has been designed to 

conform to the following standards  

and has been tested for type approval.

• BS EN 1335-1:2009

• BS EN 1335-2:2009

• BS EN 1335-3:2009

Finishes

Black 
(Plastic)

Black 
(Powder Coat)

Black 
(Plastic)

Polished 
Aluminium

Polished 
Chrome

Base Finishes Frame FinishesComponents Finishes



Dimensions
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Overall Height: 870-1100mm 
Overall Width: 600mm 
Overall Depth: 580mm 
Seat Width: 460mm 
Seat Height: 460-585mm 
Seat Depth: 440mm 

Overall Height: 940-1170mm 
Overall Width: 600mm 
Overall Depth: 580mm 
Seat Width: 460mm 
Seat Height: 460-585mm 
Seat Depth: 440mm 

Overall Height: 940-1170mm 
Overall Width: 600mm 
Overall Depth: 580mm 
Seat Width: 460mm 
Seat Height: 460-585mm 
Seat Depth: 440mm 
Arm Height: 200mm

Overall Height: 900mm 
Overall Width: 600mm 
Overall Depth: 570mm 
Seat Width: 460mm 
Seat Height: 490mm 
Seat Depth: 440mm 

Overall Height: 1010-1370mm 
Overall Width: 630mm 
Overall Depth: 630mm 
Seat Width: 460mm 
Seat Height: 600-855mm 
Seat Depth: 440mm 

Overall Height: 870-1100mm 
Overall Width: 600mm 
Overall Depth: 580mm 
Seat Width: 460mm 
Seat Height: 460-585mm 
Seat Depth: 440mm 
Arm Height: 200mm

Overall Height: 940-1170mm 
Overall Width: 600mm 
Overall Depth: 580mm 
Seat Width: 460mm 
Seat Height: 460-585mm 
Seat Depth: 440mm 
Arm Height: 180-255mm

Overall Height: 900mm 
Overall Width: 600mm 
Overall Depth: 570mm 
Seat Width: 460mm 
Seat Height: 490mm 
Seat Depth: 440mm 
Arm Height: 200mm

Overall Height: 870-1100mm 
Overall Width: 600mm 
Overall Depth: 580mm 
Seat Width: 460mm 
Seat Height: 460-585mm 
Seat Depth: 440mm 
Arm Height: 180-255mm

M20 / M26

M60 / M66

M60A / M66A

M20V

M20D

M20A / M26A

M60HA / M66HA

M20VA

M20HA / M2HA




